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Text Box
Refer to the CADD manual Chapter 3 located on the CFL website for more information on file naming conventions:http://www.cflhd.gov/cadd/CaddManDocs/Chapter03_x30.pdf

Text Box
Show the NPS PMIS number for NPS projects.

Text Box
Refer to the CFLHD policy onSealing and Signing of A/E Documents (located on the CFL website: http://www.cflhd.gov/Project_Management/Documents/policies/sealing-signing-policy.pdf )

Text Box
Use text style 'English Italic, Title Text' found in the CFLHD text style library cfl_english_text_styles.dgnlib.  Title text is bold and uses all capital letters.  Refer to the CADD Manual Chapter 5 located on the CFL website for more information:http://www.cflhd.gov/cadd/CaddManDocs/Chapter05_x30.pdf

Text Box
Use text style 'English Italic, Standard Text' found in the CFLHD text style library cfl_english_text_styles.dgnlib.Refer to the CADD Manual Chapter 5 located on the CFL website for more information:http://www.cflhd.gov/cadd/CaddManDocs/Chapter05_x30.pdf

Text Box
Circle notes as appropriate.

Text Box
Show 'NO SCALE' ifappropriate.

Line

Text Box
Show clear zone offset.

Text Box
Show construction limits.

Text Box
Show all structural sectionlifts, including number ofpavement layers, prime, tack,fog, etc.

Text Box
Refer to Pavement and/orGeotech reports as appropriate.

Text Box
Show breakdown of project sections and total length.Do not include lengths for approach roads or parking areas.

Text Box
Provide sufficient dimensions and informationto construct the work.

Text Box
Show stations indicating applicationrange of typical sections.




